TechMaster

Lock System / Systemschloss / Slotsysteem

3. Lock Systems / Systemschldsser / Slotsystemen

CERTIFICATES / ZERTIFIZIERUNGEN / CERTIFICERINGEN

VdS Class 2 (EN1300 Class B)

VdS Klasse 2 (EN1300 Class B)

VdS Class 2 (EN1300 Class B)

TechMaster

SYSTEM PARTS / SYSTEMTEILE / ONDERDELEN SYSTEEM

€ingabeeinheit, in verschiedenen

Toetsenbord, in verschillende

alarmbox

Alarmbox

T9530 Entry, in various language versions Sprachversionen T

Entry, with Dallas reader, in vari- €ingabeeinheit, mit Dallas Leser,in | Toetsenbord met dallas lezer, in
T9530 DL ; . h ; °

ous language versions verschiedenen Sprachversionen verschillende taalversies
T5301 Rotobolt lock for TechMaster Rotobolt Schloss fir TechMaster Rotobolt slot voor TechMaster
T5301D Straightbolt lock for TechMaster Straightbolt Schloss fur TechMaster | Straightbolt slot voor TechMaster
T5301 M Motorlock for TechMaster Motorschloss fir TechMaster Motorlock slot voor TechMaster
79350 TCP/IP Interface; input/output TCP/IP Interface; input/output TCP/IP Interface; input/output

alarmbox

Hard- and software pack
DigiTech, MiniTech,
TechMaster

Hardware and software for setup
and audit via PC or Dallas key of
DigiTech, MiniTech and Tech-
Master incl. setup and audit soft-
ware, USB adapter, setup cable
PC, Dallas reader Molex connec-
tor, Dallas reader jack plug, setup
key, audit key, Resetbox

Hardware und Software flir Setup
und Audit via PC oder Dallas Key
von DigiTech, MiniTech und Tech-
Master inkl. Setup- und Audit-Soft-
ware, USB-Adapter, Setup-Kabel
PC, Dallas Leser Molex-Stecker,
Dallas Leser Klinkenstecker, Setup
Key, Audit Key, Resetbox

Hardware en software voor setup
en audit via PC of Dallas key van
DigiTech, MiniTech en TechMas-
terincl. setup en audit software,
USB adapter, setup kabel PC,
Dallas lezer Molex connector, Dal-
las lezer jack plug, setup sleutel,
audit sleutel, Resetbox

Hard- and software pack
DigiTech, MiniTech, Tech-
Master PCONLY

Hardware and software for setup
and audit via PC of DigiTech, Min-
iTech and TechMaster incl. setup
and audit software, USB adapter,
setup cable PC, Resetbox

Hardware und Software fur Setup
und Audit via PC von DigiTech,
MiniTech und TechMaster inkl.
Setup- und Audit-Software, USB-
Adapter, Setup-Kabel PC, Resetbox

Hardware en software voor setup
en audit alleen via PC van Dig-
iTech, MiniTech en TechMaster
incl. setup en audit software, USB
adapter, setup kabel PC, Resetbox

Dynamic Pack

Hard- and software to synchro-
nize locks with DyamaWweb to
apply one-time codes
(DyamaWeb license required)

Hard- und Software zur Syn-
chronisierung von Schléssern

mit DyamaWeb, um Einmalcodes
anzuwenden (DyamaWeb-Lizenz
erforderlich)

Hardware en software om sloten
te synchroniseren met Dyama
Web om eenmalige codes toe

te passen (DyamaWeb-licentie
vereist)

DyamaWeb licence

License to use DyamaWeb
software, red box or USB dongle
included.

Lizenz zur Nutzung der
DyamaWeb-Software, inklusive
roter Box oder USB-Dongle.

Licentie voor het gebruik van
DyamaWeb-software, inclusief
rode box of USB-dongle.

ST6066 Resetbox Resetbox Resetbox
T2100 Backplate to make entry turnable | Drehplatte Draaiplaat
HA2666 Turnable Knob Dreheknopf Draaiknop
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Technical information / Technische Informationen / Technische informatie

TechMaster

Lock System / Systemschloss / Slotsysteem

SPECS / SPEZIFIKATIONEN / SPECIFICATIES

Power supply: 9V battery, large battery
pack or external power supply

Stromversorgung: 9V Batterie, grosser
Batteriepack oder externe Stromver-
sorgung

Stroomvoorziening: 9V batterij,
groot batterijpack of direct via net

Languages: EN/DE/FR/NL/HU/SE/FI

Sprachen: EN/DE/FR/NL/HU/SE/FI

Talen: EN/DE/FR/NL/HU/SE/FI

1 Master

1 Master

1 Master

1 Manager

1 Manager

1 Manager

1 Override Manager

1 Override Manager

1 Override Manager

Multi-users (up to 90 users)

Multi-Benutzer (bis zu 90 Benutzer)

Multi-users (tot 90 gebruikers)

Expiring codes

Zeitlich begrenzte Codes

Tijdgebonden codes

Dynamic codes (optional)

Dynamische Codes (Option)

Dynamische codes (optie)

Multi-lock (up to 5 locks)

Bis zu 5 Schlosser pro Eingabeeinheit

Tot 5 sloten per toetsenbord

Time delay 1-99 minutes

Offnungsverzégerung 1-99 Minuten

Tijdvertraging 1-99 minutes

Open window 1-19 minutes

Offnungszeitfenster 1-19 Minuten

Open venster 1-19 minutes

Variable time delay

Variabele Offnungsverzégerung

Variabele tijdvertraging

Penalty

Sperrzeit

Penalty

Dallas key (optional)

Dallas Key (Option)

Dallas key (optie)

Audit: 6.000 events
with time and date

Software

Audit: 6.000 Ereignisse
mit Zeit und Datum

Software

Audit: 6.000 gebeurtenissen
met tijd en datum

Software

Weeklytime lock (T1-T2-T3])

Wochenzeitschloss (T1-T2 -T3)

Wekelijks tijdslot (T1 -T2 - T3)

30 closing periods and
30 opening periods

30 Offnungsperioden und
30 Schliessperioden

30 Openingsperiodes en
30 gesloten periodes

Immediate and temporary time lock

Sofortiges und voriibergehendes
Zeitschloss

Direct en tijdelijk tijdslot

T9350 Input/output interface
(optional)

T9350 Input/output interface
(Option)

T9350 Input/output interface
(optie)

Remote management with TCP/IP
interface T9350 (optional)

Remote Management mit TCP/IP
Interface T9350 (Option)

Remote management met TCP/IP
interface T9350 (optie)

Silent alarm and remote disable input

Stiller Alarm und Fernsperre

Stil alarm en blokkering op afstand

Dual mode

Vieraugenidentifikation

Dual mode

Setup from keypad or PC

Setup durch Eingabeeinheit oder PC

Setup middels toetsenbord of PC
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